6BZ 7 


Medium-Mu Twin Triode 


9-PIN MINIATURE TYPE 

For TV Tuners Using Direct-Coupled Cathode-Drive Circuits 

GENERAL DATA 

Electrical: 

Heater, for Uni potential Cathodes: 


Voltage (AC or DC). 

. 

. 

6.3 ± 10% 

vol ts 

Current at 6.3 volts. 

Direct Interelectrode Capacitances 

. a 

Unit So. 

i 

0.4 

Unit So.2 

amp 

Grid to plate . 

1.2 


1.2 

oaf 

Grid to cathode, internal 

shield, and heater. 

2.6 


- 

uuf 

Plate to cathode, internal 

shield, and heater. 

1.2 


- 

M“f 

'Plate to cathode. 

0.12 


0.12 

m f 

Heater to cathode . 

2.6 


2.6 

LlLlf 

Cathode to grid, internal 

shield, and heater. 

- 


5 

(Mlf 

Plate to grid, internal 

shield, and heater. 

- 


2.2 

mf 

Plate of unit No.l to 

plate of unit No.2. 

0.010 

max. 


Plate of unit No.2 to 

plate and grid of unit No.l . 

0.024 

max. 

AV*f 

Characteristics, Class Aj Amplifier (Each 

Unit): 


Plate Supply Voltage. 

• 


150 

volts 

Cathode Resistor. 



220 

ohms 

Amplification Factor. 



36 


Plate Resistance (Approx.). . . . 



5300 

ohms 

T ransconductance. 



6800 

/^nhos 

Plate Current . 



10 

ma 

Grid Voltage (Approx.) for plate 

fja = 100. 

. . . . 

• 

-7 

volts 

Mechanical: 

Operating Position. 

• • ■ • 



. . Any 

Maximum Overal1 Length. 

. 



2-3/16” 

Maximum Seated Length . 

• . . . 


. . . . 1 

-15/16” 

Length, Base Seat to Bui b Top (Excl ud 

i ng tip) 


. 1-9/16” 

± 3/32" 

Diameter. 

.... 


0.750” to 

0.875” 

Dimensional Outline . 

• • • • 

See General 

Section 

Bulb. 

B # . t 



.T6-1/2 

Base.Smal 1-Button 

Noval 9- 

-Pin (JEDEC No.E9-l) 


Indicates a change. 



RADIO CORPORATION OF AMERICA 
Electron Tube Division Harrison, N. J. 


DATA I 
1-62 








































6BZ 7 


AVERAGE PLATE CHARACTERISTICS 
Each Unit 



PLATE MILLIAMPERES 


92CM-923I 



RADIO CORPORATION OF AMERICA 

Electron Tube Division Harrison, N. J. 


DATA 2 
I -62 


































